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REGISTER TRAFFIC CONSUMER 



ESTABLISH REFERENCE FOR TRAFFIC 
CONSUMER WEB SITE ON TRAFFIC 
PRODUCER WEB SITE WITH LINK TO 
TRAFFIC QUALITY INTERMEDIARY 



DIRECT USER TRAFFIC FOR TRAFFIC 
CONSUMER WEB SITE TO TRAFFIC 
QUALITY INTERMEDIARY USING LINK 



RECEIVE AND STORE TRAFFIC DATA 
ASSOCIATED WITH USER TRAFFIC 
DIRECTED TO TRAFFIC QUALITY 
INTERMEDIARY 



RE-DIRECT USER TRAFFIC TO 
TRAFFIC CONSUMER WEB SITE 



DETERMINE QUALITY RANKING FOR 
USER TRAFFIC 



FIG.4 
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ASSIGN UNIQUE URL/IDENTIFIER 
TO TRAFFIC CONSUMER 



STORE URL FOR TRAFFIC 
CONSUMER WEB SITE 



STORE CONTACT INFORMATION 
FOR TRAFFIC CONSUMER 



DERTERMINE TRAFFIC DATA 
PARAMETERS FOR USER TRAFFIC DATA 



FIG.5 
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PROVIDE TRAFFIC PRODUCER WITH URL 
OF TRAFFIC QUALITY INTERMEDIARY 
THAT INCLUDES UNIQUE INDENTIF1ER 
ASSIGNED TO TRAFFIC CONSUMER 



DEFINE METHOD AND MANNER OF 
LISTING TRAFFIC CONSUMER ON 
WEB SITE OF TRAFFIC PRODUCER 



CONFIGURE TRAFFIC DATA PARAMETERS 
OF USER TRAFFIC DATA TO SEND TO 
TRAFFIC QUALITY INTERMEDIARY 



FIG. 6 
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\ 

RECEIVE USER TRAFFIC DATA FROM 
TRAFFIC PRODUCER WEB SITE 



STORE USER TRAFFIC DATA ORGANIZED 
BY TRAFFIC CONSUMER UNIQUE ID 
BY TRAFFIC DATA PARAMETERS 



FIG.7 
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SET A BASELINE VALUE FOR EACH 
TRAFFIC DATA PARAMETER BASED ON 
HISTORY OR ASSESSMENT OF EACH 
TRAFFIC DATA PARAMETER 



AGGREGATE USER TRAFFIC DATA 



COMPARE EACH TRAFFIC DATA 
PARAMETER FROM A USER'S TRAFFIC 
DATA AGAINST THE CORRESPONDING 
BASELINE VALUE AND DETERMINE 
A DEVIATION VALUE 



NORMALIZE DEVIATION VALVES 



SET A BASELINE WEIGHT FOR EACH 
TRAFFIC DATA PARAMETER 



MULTIPLY EACH TRAFFIC DATA 
PARAMETER BY EACH RESPECTIVE 
DEVIATION VALUE AND THEN BY EACH 
BASELINE WEIGHT TO DETERMINE A 
RANKING FOR EACH TRAFFIC DATA 
PARAMETER 



ADD EACH RANKING FOR EACH TRAFFIC 
DATA PARAMETER TO DETERMINE A 
QUALITY RANKING FOR A PARTICULAR 
USER TRAFFIC 



FIG.8 



Replacement Sheet 



300 



TRAFFIC INTERMEDIARY OR TRAFFIC 

CONSUMER UPDATES LISTING ON 
TRAFFIC PRODUCER'S WEB SITE TO 
INCLUDE PROBE CODE 

TRAFFIC CONSUMER'S LISTING IS 
LOADED FROM TRAFFIC PRODUCER'S 
WEB SITE ON WEB USER'S BROWSER 
FOR WEB USER TO SEE 

PROBE CODE IS EXECUTED AND 
TRAFFIC PARAMETERS ARE COLLECTED 
AND RELAYED TO TRAFFIC QUALITY 
INTERMEDIARY 

TRAFFIC INTERMEDIARY COLLECTS 
AND STORES INFORMATION ABOUT 
TRAFFIC PRODUCER AND THE PRIOR 
WEB SITE(S) VISITED BY WEB USER 

" WEB USER SELECTS A LISTING AND 

GETS REDIRECTED TO TRAFFIC 
QUALITY INTERMEDIARY 

TRAFFIC QUALITY INTERMEDIARY " 
STORES INFORMATION ABOUT REQUEST 
AND FORWARDS WEB USER'S REQUEST 
TO TRAFFIC CONSUMER SELECTED 
BY WEB USER 



TRAFFIC QUALITY INTERMEDIARY 
COMBINES STORED INFORMATION 
ABOUT REQUEST FROM PROBE CODE 
WITH OTHER USER TRAFFIC DATA 



FIG.9 



